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Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee 
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  
· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
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	1
	Storage Area Network
Quantity: 1
· Must have minimum raw storage capacity of 1 petabytes Raw SAS12G Storage
· Storage capacity must be scalable to a minimum of 4Pb
· Storage device must be Hard Drive
· Must have RAID support for types 1, 5, 6, 10, 50 - Unlimited single volume capacity (limited only by amount of storage present)
· System must have host interface
· Must have Fiber Switch Stacked  minimum  - 10Gb/s, Managed, Layer 3
· Power input must be 220V
· Must have minimum 8 core storage controller
· Must Support multiple enclosures
· External Interfaces must be a minimum of 2 x 10 Gb/s with fibre channel support
· Cabinet LCD/KVM Control Panel
· Must support NFS/CIFS/RSYNC/FTP/iSCSI
· Must support unlimited single volume capacity (limited only by amount of storage present)
· Must Support minimum Dual Intel Xeon E5 processor 2600 v4 seriesBroadwell-EP Microarchitecture
· 256GB Per Head Unit (Upgradeable to 1TB ECC Reg/LR-Type DDR4))
· Any with 128-bit ZFS support via OpenZFS and vCenter compatibility
· "Must Support minimum Redundant Head Units, Dual Controller JBODs, Redundant Power Supplies, Redundant Cooling, Dual Ported and Dual Controllers

	
	
	

	2
	Server
Quantity: 2
· Must have 2 physical Processors and 32 Cores per processer
· Must have minimum processor speed of 2.6Ghz Error-correcting ECC RAM 
· Must have minimum server memory of 1 TB RAM ECC
· Must utilize Ethernet network controller
· Must be 2 x 10Gb/s Network Ports
· Server Storage Capacity must be minimum of 4 x 7.68TB SSD
· Server Storage Capacity must be 15.36TB read intensive NVMe Drives
· RAID must be a minimum of one (1)
· Must have  minimum of four PCIExpress Lanes
	 
	
	

	3
	Software
Quantity: 1
· Must have  Virtualization management must comply with VMware 
· vCentre Server standard"
· Must have  Bare Metal virtualization installed on both servers with  4 CPU Licenses of vSphere Enterprise Plus
· Must have minimum of 8 virtual servers with  Windows Server 2016 Datacenter 2 CPU License 
· must install and configure Veeam Backup & Replication for VMware Solution 4 CPU License for guest operating systems

	 
	
	

	4
	Professional Services
Quantity: 1
· Installation, configuration and knowledge transfer of Private Cloud base on outlined software and hardware
· All Hardware must be supplied with a minimum of 3 Years Manufacture's Warranty and Environment Configuration with one year warranty
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